ACTIVITY HAZARD ANALYSIS

STOP BLOCKS/GUARD RAILS INSTALLATION AND REPAIR

PRINCIPAL STEPS

POTENTIAL HAZARDS

RECOMMENDED CONTROLS







1. Install stop blocks in parking areas

a. loading and unloading stop blocks

b. transporting block

c. installing blocks

1.  Vehicle accident

1.  Operate at a speed no greater than is reasonable and proper with due regard for weather.

2.  Stop vehicle off roadway or as far to the right as possible in view of approaching traffic with vehicle flashers activated.

3.  Inspect area around vehicle prior to backing.

4.  Wear seatbelts.









2.  Back strain

1.  Use proper lifting technique.









3.  Pinch point

1.  Wear safety toe boots.

2.  Wear work gloves.

3.  Signal persons shall be in full view of equipment operator.

4.  Material shall not be stacked higher than 20 feet or as less as practical.

5.  Material will no be moved over or suspended above personnel.

6.  Person shall not go over, under, behind, or between operating equipment.

7.  Tools, equipment, and material shall be placed in their proper storage places to insure displacement or falling adequately secured.

8.  Person must stand clear of sides of materials when being untied for unloading.









4.  Laceration, cut or abrasion to skin

1.  Inspect work area and equipment for hazardous conditions and correct before continuing work.

2.  Wear proper clothing and safety equipment (gloves, boots, hard hat).

3.  Create awareness through active safety program.

4.  Instruction in first aid treatment.









5.  Material in eyes

1.  Wear eye protection equipment.







2.  Repair damaged guard rail and post

a. remove damaged rail and post

b. loading and transportation of damaged and new parts

c. installation of new rail and post

1.  Back strain

1.  Use proper lifting techniques and back support belt.









2.  Cut and pinch points

1.  Wear protective gloves









3.  Traffic hazard/motor vehicle accident

1.  A flagperson or other controls shall be provided when operations or equipment on or adjacent to a highway creates a traffic hazard.

2.  No part of the load shall extend beyond the rear or sides of the vehicle except under unavoidable circumstances.  When such loading is necessary, warning flags or lights must be in place.

