Activity: Using crane lift basket for diver access to water at RS Kerr Powerhouse
Activity Hazard Analysis
Analyzed by : Charles Miles

        Date: 5 November 1998

PRINCIPAL STEPS
POTENTIAL SAFETY/HEALTH HAZARDS
RECOMMENDED CONTROLS

Identify the principal steps involved and the sequence of work activities
Analyze each principal step for potential hazards
Develop specific controls for each potential hazard.

1.  Loading and unloading the diver(s) and tender(s) into basket.
Craning operations

Fall hazards-open hole

Working over/adjacent to water

Diving operations
Specific hazards and controls are covered in the critical lift plan for this job.  Insure all open holes, rails are roped off.  Persons working inside roped off areas (except divers) shall use personal fall protection equipment.  Crane basket shall be used in lieu of skiff when working in the intake gate slots.  Specific hazards and controls are in the dive plan.

2.  Lowering and raising the basket.
Same hazards as in step 1

Entangling or pinching diving umbilical
Same controls as in Step 1.  Taglines shall be used while the basket is above the deck.  Flagman and tender should watch the umbilical while lowering the basket.

3.  Diver exiting and entering the basket.
Same hazards as in Step 1.  Slips and Falls
Same controls as in Step 1.  Tender shall assist diver exiting and entering the basket.  Basket shall be partially submerged for easier entry.

