ACTIVITY HAZARD ANALYSIS

 VEHICLE AND EQUIPMENT REFUELING

PRINCIPAL STEPS

POTENTIAL HAZARDS

RECOMMENDED CONTROLS







1. General

1.  Smoking or proximity to open flame

1.  Smoking or open flames within 50 feet of where flammables are being used or transferred or where equipment is being fueled is prohibited.









2.  Spill on clothing of fuel/fluids

1.  Workers shall be required to guard carefully against any part of their clothing becoming  contaminated with flammable or combustible fluids.  They shall not be allowed to continue work when their clothing becomes so contaminated.









3.  No knowledge of  or inaccessible shut-off switches

1.  Clearly identified and easily accessible switch(es)  shall be provided at a location remote from dispensing devices to shut off the power to all dispensing devices in an emergency.









4.  No, inadequate, or inaccessible fire extinguisher

1.  Each service or fueling area shall be provided with at least one fire extinguisher having a rating of not less than 20-B:C located so an extinguisher will be within 75 feet of each pump.







2.  Vehicles

1.  Engine running on vehicle while fueling

1.  All motor vehicles shall be shut down prior to and during fueling operations.







3.  Equipment

1.  Equipment left running while fueling

1.  Equipment using flammable liquid fuel shall be shut down during refueling, servicing, or maintenance.

2.  Mechanized equipment shall be shut down prior to and during fueling operations.







4.  Chain saws

1.  Saw left running while fueling

1.  The chain saw will not be fueled while running or hot or near open flame.









2.  Improper starting in proximity of fuel

1.  The saw will not be started within 10 feet of a fuel container.

