ACTIVITY HAZARD ANALYSIS

MOWING OPERATIONS

PRINCIPAL STEPS

POTENTIAL HAZARDS

RECOMMENDED CONTROLS







1.  Mowing

1.  Equipment hauling and loading/unloading.

1.  Trailer safety chains will be properly placed on towing vehicle when transporting equipment.

2.  Assure equipment trailer is level and truck and trailer brakes are set.

3.  Check  for overhead clearances (powerlines, tree limbs, etc.).

4.  Check for objects or obstacles behind equipment before backing.

5.  Trailer bed and ramps shall be clean of oil, gravel, dirt, or materials that could become slippery or cause the equipment being unloaded to lose traction.

6.  Equipment will be lined up with trailer so it can be loaded with a minimum amount of adjustment when on the ramp or trailer. 









1.  Getting on/off equipment

1.  Prevent injuries from slipping by maintaining 3-point contact with grab handles and steps. 

2.  Never jump from equipment.

3.  Keep steps and decks free of mud, oil, and grease.









1.  Inspection of equipment

1.  No vehicle will be placed into service until an inspection is performed and any deficiencies are corrected.









1.  Fueling of equipment



1.  Equipment shall not be allowed to run during refueling.

2.  An operable fire extinguisher shall be available during refueling.









1.  Operation of equipment

1.  Proper clothing shall be worn at all times (hard hats, safety toe shoes, safety goggles, ear protection, etc.).

2.  Seat belts shall be secured at all times.

3.  No passengers will be allowed on equipment while in operation.

4.  Brakes shall be applied when equipment is stopped.

5.  Safety guards will remain installed and properly used.

6.  Equipment will not be left unattended while engine is operating.

7.  Personnel will not approach any equipment until power take off (PTO) shaft has come to a complete stop.

8.  Exit or entrance to vehicles is prohibited while equipment is in motion.

9. Mowers and tractors will be operated to keep a safe distance from electrical outlet boxes, conduit, water faucets, sign or gate posts, and other obstacles.

10. Equipment will be operated in a safe manner and under control at all times.



1.  Terrain

1.  Prior to mowing, all slopes will be thoroughly inspected for washes, potholes, or other surface irregularities that could cause a mower to overturn.

2.  Operators will be particularly watchful of soft areas or areas that may be undercut.



1.  Traffic

1.  Hazard warning lights on all mechanized equipment will be in operation while mowing, transporting, or when equipment is parked along the roadside.

2.  Slow moving vehicle (SMV) emblems will be installed on every tractor used alongside or transported on any roadway.

3.  Extreme caution will be observed to prevent accidents when driving equipment onto access roads from connecting roads or mowing areas.

