ACTIVITY HAZARD ANALYSIS

TRAFFIC CONTROL ACTIVITIES

PRINCIPAL STEPS

POTENTIAL HAZARDS

RECOMMENDED CONTROLS







1.  Traffic control through work areas

a. hazards to flagperson

b. hazards to public and workers

1.  Hazards from vehicles

1.  Persons exposed to vehicular traffic, such as signal persons, spotters, inspectors, and others shall wear belts or apparel marked with a reflectorized or high visibility material.









2.  Vehicle accident

1.  Warning signs shall be placed to provide adequate warning of hazards to workers and the public.  Signs shall be removed or covered when the hazards no longer exist.

2.  All self-propelled construction equipment shall be equipped with a reverse signal alarm.

3.  No vehicle shall be driven at a speed greater than the posted speed limit, with due regard to weather, traffic, intersections, width and character of the roadway, type of motor vehicle, and any other existing conditions.

4.  The operator must at all times have the vehicle under such control as to be able to bring it to a complete stop within the assured clear distance ahead.









3.  Surrounding hazards of site

1.  Guardrails, fences, or barricades and warning lights or other illumination maintained from sunset to sunup, shall be placed at all excavations which are adjacent to paths, walkways, sidewalks, driveways and other pedestrian or vehicle thoroughfares.  

2.  Adequate physical protection shall be provided at all remotely located excavations.

